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SECTION 02764 

RAISED PAVEMENT MARKERS 

PART 1 GENERAL 

1.01 SECTION INCLUDES 
 

A. Raised reflective pavement markers and jiggle bars. 
 

1.02 MEASUREMENT AND PAYMENT 
 

A.        Unit Prices. 
 

1. Payment for Type I raised reflective pavement markers with one 
reflective face is for each marker installed. 

 
2. Payment for Type I raised reflective pavement markers with two 

reflective faces is for each marker installed. 
 
3. Payment for Type I raised pavement markers with no reflective 

face is for each marker installed. 
 
4. Payment for Type II raised reflective pavement markers with one 

reflective face is for each marker installed. 
 
5. Payment for Type II raised reflective pavement markers with two 

reflective faces is for each marker installed. 
 
6. Payment for Type "W" jiggle bars is on a unit price basis for each 

jiggle bar. 
 
7. Refer to Section 01270 - Measurement and Payment for unit price 

procedures. 
 

B. Stipulated Price (Lump Sum). If Contract is Stipulated Price Contract, 
payment for work in this Section is included in total Stipulated Price. 

 
1.03 REFERENCES 

 
A. ASTM D 2444 - Standard Test Method for Determination of Impact 

Resistance of Thermoplastic Pipe and Fittings by means of a Tup (Falling 
Weight). 

 
B. ASTM E 808 - Standard Practice for Describing Retroreflection. 
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C. ASTM E 809 - Standard Practice for Measuring Photometric Characteristics 
of Retroreflectors. 

 
D. Federal Specification L-P-380C - Plastic Molding Material Methacrylate. 

 
E. TxDOT DMS-4100 - Jiggle BarTile. 

 
F TxDOT DMS-4200, “Pavement Markers (Reflectorized).” 
 
G TxDOT DMS-4300, “Traffic Buttons” 

 
H. TxDOT DMS-6130 - Bituminous Adhesive for Pavement Markers. 

 
1.04 SUBMITTALS 

 
A. Conform to requirements of Section 01330 - Submittal Procedures. 

 
B. Submit manufacturer's product data concerning following materials for 

approval: 
 

1. Pavement Markers. 
 

2. Primers, solvents, and adhesives. 
 

3.   Installation instructions. 
 

C. Submit certificate by manufacturer that each marker and adhesive 
conforms to requirements of this Section. 

 
D. Submit details of manufacturer's replacement policy for each type and class 

of marker. 
 

PART 2 PRODUCTS 

2.01 MARKERS 
 
A. Furnish raised pavement markers meeting the requirements of the following 

TxDOT Material Specifications: 
 

1. TxDOT DMS-4100 - Jiggle BarTile I-A, II-A-A, W, and Y;   

2. TxDOT DMS-4200, “Pavement Markers (Reflectorized).” types I-A, I-
C, I-R, II-A-A, and II-C-R;  

3. TxDOT DMS-4300, “Traffic Buttons”, types I-A, I-C, I-R, II-A-A, II-C-R, 
W, and Y. Round or oval unless otherwise specified in the plans. 

B. Type I-A must contain an approach face that retroreflects amber light. The 
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body, other than the retro-reflective face must be yellow. 

C. Type I-C must contain an approach face that retroreflects white light. The 
body, other than the retro-reflective face must be white or silver-white. 

D. Type I-R must contain a trailing face that retro-reflects red light. The body, 
other than the retro-reflective face must be white or silver-white. 

E. Type II-A-A must contain two retro-reflective faces (approach and trailing) 
each that retro-reflect amber light. The body, other than the retro-reflective 
faces, must be yellow. 

F. Type II-C-R must contain two retro-reflective faces, an approach face that 
retro-reflects white light and a trailing face that retro-reflects red light. The 
body, other than the retroreflective faces, must be white or silver-white. 

G. Type W has a white body and no reflective faces. 

H. Type Y has a yellow body and no reflective faces. 

 
2.02 ADHESIVE 

 
A. Adhesive: 

1. Bituminous adhesive conforming to TxDOT DMS 6130 shall be used 
for jiggle bars, reflectorized pavement markers, and traffic buttons on 
bituminous pavements. 

2. Epoxy adhesive conforming to TxDOT DMS 6100 and for jiggle bars, 
reflectorized pavement markers, and traffic buttons on on Portland 
cement concrete pavements. 

3. Adhesives shall be as recommended by jiggle bar manufacturer for 
installation. 

PART 3 EXECUTION 

3.01 PREPARATION 
 

A. Accurately locate and install approved markers to conform to classes and 
colors indicated on Drawings. 

 
B. Clean and repair surfaces to receive markings. Remove loose material, 

dust, contaminants such as oil and curing membrane, and polished 
aggregates. 

 
C. Blast clean surfaces indicated on Drawings or where directed by Public 
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Works in accordance with requirements of Section 02762- Blast Cleaning 
of Pavement. Do not clean Portland cement concrete pavements by 
grinding. Mechanical wire brushing may be used to remove curing 
membranes. 

 
3.02 INSTALLATION 

 
A. Prepare pavement surfaces and install markers in accordance with 

marker and adhesive manufacturer's recommendations. 
 

B. Test pavement surface for moisture content prior to application of 
markings. Place approximate 2 square foot sheet of clear plastic or tar 
paper on road surface and hold in place for 20 minutes. Immediately 
inspect sheet for build up of condensed moisture. When sufficient moisture 
has condensed to cause water to drip from sheet, do not apply markings. 
Repeat test as necessary until adequate moisture has evaporated from 
pavement to allow placement. 

 
C. Observe manufacturer's recommended pavement and ambient air 

temperature requirements for application. When manufacturer has no 
temperature recommendations, do not install markings when pavement 
temperature is below 60 degrees F or above 120 degrees F. 

 
D. Position reflective face of markers so that direction of reflection of one 

(1) face is directly opposite to direction of reflection of other face. 
 

E. Prepare surfaces to which markers are to be attached by adhesive by 
method to ensure that surface is free of dirt, curing compound, grease, 
oil, moisture, loose or unsound pavement markings and other materials 
which would adversely affect adhesive bond. 

 
F. Establish guides to mark lateral location of pavement markings as shown 

on drawings. Guides placed on roadway for alignment purposes shall not 
establish permanent marking on roadway. 

 
G. Place pavement markings in alignment with guides. Deviation rate in 

alignment shall not exceed 1-In. per 200-Ft. of roadway. Maximum 
deviation shall not exceed 2-In. nor shall deviation be abrupt. Remove 
and replace markings that are in alignment or sequence. 

 
H. Apply adhesive in sufficient quantity to ensure adhesion and as 

recommended by manufacturer for installation. 
 

I. Markers shall be free of rust, scale, dirt, oil, grease, moisture, or 
contaminants which might adversely affect adhesive bond. 
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J. Place markers immediately after adhesive is applied and firmly bond to 
pavement. Adhesive or other materials that impair functional reflectivity will 
not be acceptable. 

 
K. Pavement markers shall not be in contact with pavement surface but 

shall be seated on continuous layer of adhesive. One hundred percent 
of bonding area of marker shall be in contact with adhesive. 

 
L. For Bituminous adhesive use, pavement and pavement marker temperature 

shall be at least 40 degrees F. Do not heat Bituminous adhesive to 
temperature greater than 400 degrees F. Agitate Bituminous adhesive 
immediately to ensure even heat distribution. 

 
M. Prime pavement surface and apply markings as recommended by 

manufacturer. 
 

3.03 CLEANING 
 

A. Keep project site free of unnecessary traffic hazards at all times. 
 

B. Clean area upon completion of work and remove rubbish from work site. 
 

3.04 WARRANTY 
 

A. Warrant material and labor for period of 12 months from date of installation 
of markings. 

  
 

END OF SECTION 


